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(g) hAethod end apparatus for handling samples and sample collection system. 

@ " Method for handling blood samples (32) who- 
rein a blood sample is absorbed Into e substrate 
such as filter paper (30) and a sample piece (36) 
is taken from the titer paper from the opposite 
side to the absorption side. The sample piece is 
placed In a vessel, e.g. a sample weB of an 
uncoated micro titration plate (45), and Is dis- 
solved in a liquid so thai a sample solution Is 
transferred to a second vessel e.g. a micro 
titration plate (52-54) coated for the analysis. 
The apparatus comprises a camera (43), which 
identifies the fitter paper (SO), locates the blood 
sample (32% informs the punch (47) of the 
location of he sample. The filter paper (30) is 
placed kt a package (22) having openings (25) 
for adsorbing and punching of the sample and 
the covering (23) is provided vrith a bar code 
(29). 
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The invention relates io a method and apparatus for handling samples and a sample collection system. 
The samples ere normally Wood samples. , . , 

In the method the samples are taken onto a solid subarate like inter paper, a sample piece & Punched 
from the filter paper at a point where the blood sample has absorbed, and t he Wood sample Is dissolved from 
the sample piece to the sample solution which is conveyed to a measuring instrument for measurement. The 
invention also relates to an eutomatic sample handling epparatus for blood samples. In the sample 



